
Ship Alert Security System 
TT3000SSA – System Test Procedure 

(Refer Page 50 of Manual) 
 
 

  

Flow Chart by Capt. P. Kohli    . 

Ensure the Test button & both Alarm 
buttons are in Released position. 

Green Light is ON Green Light is OFF 

System Faulty 
Troubleshooting Required.

Press the Test button – 
and Keep Pressed for 

duration of Test 

Green Light goes OFF
System enters TEST Mode 

Press first Alarm Button 

Press second Alarm Button 

Green Light on Test 
Button Blinks Quickly 

Green light is ON 

If Green Light on Test Button is 
Blinking Slowly, an Alert was 

cancelled recently. Wait for 30 seconds

Release the Alarm Button 

Release the Alarm Button 

Green Light on Test 
Button goes OFF 

Release the Test Button Green Light comes ON
System exits TEST Mode 

Green Light on Test 
Button Blinks Quickly 

Green Light on Test 
Button goes OFF 

If Green light Blinks rapidly, an Alert 
button is pressed. Check Alert buttons 

If Green Light behaves differently, 
System is Faulty - Release Alarm button 

immediately to avoid a False Alert. 

SYSTEM 
TESTED OK

If Alarm Button is kept 
pressed for 30 seconds, a 

Test SSA Message is 
transmitted.

If Alarm Button is kept 
pressed for 30 seconds, a 

Test SSA Message is 
transmitted.


